
 
 

PPE (PERSONAL PROTECTIVE EQUIPMENT) PART 2 
Hard Hats 

 The use of hard hats provided by Winger Companies is mandatory on all construction sites and customer required facilities.  This applies both to employees and 
visitors. 

 Winger has selected Class ‘E’ hardhats tested to withstand 20,000 volts 
 Replace your hard hat and/or suspension if it does not pass inspection tests.  For example, worn, damaged, deep scratches or gouges, cracked, discolored, webbing 

stretched or has sustained a severe blow. 
 Test the hardhat by compressing the hardhat 1” from the sides.  It should quickly spring back in shape. 
 Many of our customers require hard hats are to be worn with the bill facing forward in order protect your eyes from the sunlight and your nose and face from falling 

objects. 
  
Foot Protection 

 Employees will not be allowed to wear slip-on sandals, sneakers or dress shoes in work areas. 
 Work boots must be ANSI approved composite or steel toes. Foot protection should provide adequate ankle support at least 6” high. 
 Soles MUST be oil, chemical, slip, and puncture resistant.  
 Metal insoles may be worn to protect against puncture wounds. 
 Metatarsal guards are a part of the boot or strapped to the outside of boots to protect the foot from impact and compression. These are required at some sites like 

John Deere. 
 Electricians MUST wear EH rated boots which are designed to be nonconductive, protect from workplace electrical hazards.  ESD rated boots help dissipate the 

accumulation of static electricity on the body. 
 Employees should follow the manufacturers’ recommendations for inspecting and maintaining work boots in good condition, inspecting regularly and replacing 

when needed. 
  
Gloves 

 Winger policy is 100% glove use while working unless they present a greater hazard.  
 Employees MUST wear the appropriate work gloves for hand protection when exposed to hazards such as skin absorption, cuts or lacerations, abrasions, thermal 

burns, electrical hazards, welding, etc. 
 Wear gloves that fit your hand.  Gloves too small can fatigue your hands and gloves that are too large are clumsy to work with.  They could also affect your dexterity. 
 Gloves should be worn with caution near moving equipment or machinery parts.  The glove could get caught and pull your fingers and hand into the equipment. 
 Heat resistant gloves MUST be worn to protect your hands from burns. 
 Cut resistant gloves MUST be worn to protect hands from accidental cuts and scratches from using cutting tools or workplace hazards such as sheet metal, sharp 

objects, etc.  
 Impermeable chemical resistant gloves MUST be worn when working with acids, corrosives, and other skin irritating chemicals.  Common chemical gloves are 

constructed of Nitrile, neoprene, butyl rubber, and polyurethane.  Read the Safety Data Sheet before use, to ensure you are wearing the correct chemical glove.   
 Electrical insulated gloves and sleeves MUST be worn when working on/or when the distance and position will expose the employee to electric shock. (Di-electric 

gloves MUST be tested and inspected prior to use and subsequently every six months.) 
 Disposable nitrile gloves should be worn when working with non-hazardous liquids, oils and bodily fluids. 
 Welding gloves with cuffs MUST be worn to guard hands and wrists against UV rays, sparks and heat while welding. 

   
Welding PPE 

 Welding helmets with appropriate shading MUST be worn by all employees performing the task of welding.   
 These shields provide protection for your eyes and face from infrared or radiant light burns, flying sparks, metal spatter and slag chips encountered during welding, 

brazing, soldering, and cutting operations. 
 Welding helmets are to protect you from welding activities, not grinding.  Some welding hoods do not have the impact resistance that face shields do.  Always 

check your hood and make sure it will protect you. 
 Replace lenses when scratched or pitted. 
 Check welding helmet shell and gaskets for cracks and headgear for deterioration. 
 Safety glasses SHALL be worn to guard against flying particles when the helmet is raised. 
 Wear eye protection if you are within 100 feet of an unshielded welding area. 
 Wear a #3 or #5 shade if you are standing near a welding operation and DO NOT look directly at the arc. 
 Welder’s caps protect your head and hair from flying sparks, spatter, burns and radiation. 
 Welding sleeves and/or jackets must be worn to minimize skin burns caused by sparks, spatter, or radiation. 
 Do not cuff your pant legs or tuck your pants inside your boots because of smoldering sparks.  
 To prevent burns to your body, be aware of body positioning so sparks/slag do not fall inside your welding glove, sleeves, shirt, pants, etc. 
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PPE (PERSONAL PROTECTIVE EQUIPMENT) PART 2 QUIZ 

 

1. Work boots must be: 

 In good condition  

 ANSI approved composite or steel toes 

 Electrical EH or ESD rated 

 6” leather uppers  

 Soles MUST be oil, chemical, slip, and puncture resistant  
True or False?           _________ 

 

2. Electrical insulated gloves and sleeves MUST be worn when working on/or when the distance and position will expose the employee to 
electric shock. (Di-electric gloves MUST be tested and inspected prior to use and subsequently every _______ months.) 
A. 3 
B. 4 
C. 5 
D. 6  

            
3. Employees MUST wear the appropriate work gloves for hand protection when exposed to hazards such as:  

 

 Blood borne pathogens, first aid, general cleaning ---nitrile (non-latex) disposable gloves 

 Cuts, lacerations or abrasions ---cut resistant gloves 

 Chemical exposure ---chemical gloves per SDS 

 Electrical hazards ---high voltage rated gloves 

 General duty with cut hazard ---leather driver’s gloves with Kevlar 

 General duty with NO cut hazard ---leather driver’s gloves without Kevlar 

 Oil absorption ---oil resistant gloves 

 Welding ---welding gloves with cuffs 
True or False?           ________ 

          
 

 
4. The use of hard hats provided by Winger Companies is mandatory on all construction sites and  

customer facilities.  This applies both to employees and visitors. True or False?      _________ 
 

5. Replace your hard hat and/or suspension if it becomes worn, damaged (e.g., scratches, gouges, has sustained  
a severe blow, cracked, webbing stretched, or becomes discolored) or fails the inspection test. True or False?  _________ 
 

6. Welding helmets are to protect you from welding activities, not grinding.  Some do not have the impact resistance 
 that face shields do.  Check your welding hood to make sure.  True or False?      _________ 
 

7. Safety glasses SHALL be worn to guard against flying particles under faceshields and welding hoods at all times.  
True or False?            ________ 
 

8. PPE cannot protect you from lack of common sense.  True or False?      ________ 
  

 

 

Printed Name: ________________________________ Trained by: _________________________________________ 
 
Signature: ___________________________________ Trained by Signature: _________________________________ 
Date: _______________________________________  Location: ___________________________________________ 
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